


AUTOMATIC FUELPORTUSE ONLY WITH 
CLASS II LIQUID

WITH GASOLINE !
DO NOT USE

GREATER THAN 100 F
FLASH POINT

FOR USE WITH DIESEL

WARNING

FUEL ONLY

! !

grounded when in use.                                      

of installation and prior to placing in automatic, unattended
operation. Fully inspect and functionally test upon completion
All unused ports in the pump unit must be sealed prior to

operation.                                                  

For operators safety, make sure this equipment is properly

with gasoline nor with other flammable liquids having a flash

mable liquids at a temperature exceeding the flash point of
point less than 100 F. Use with gasoline or any flam-

Do not use with gasoline. This unit is NOT meant for use

uids having a flash point of 100 F or higher.             
point of its contents. For use with Class II combustible liq-
ard. Do not use the unit at a temperature exceeding the flash
that liquid presents an immediate explosion and fire haz-

WARNING:

W.O.# 

-PH

FULL LOAD AMPS:            A-SYSTEM TOTAL

VOLTAGE          VAC 

MODEL 

HZ460 3 60

6.8

MSP-2

090387-1-1

ENCLOSURE TYPE:

LARGEST MOTOR FLA: 6.3

3R

PUMP MOTOR & CONTROL CIRCUIT:

PUMP CAPACITY             GPM25

PUMP MOTOR HP: 5.0

PUMP LIFT 20 FEET MAXIMUM
FLUID VISCOSITY 32-100 SSU

SHORT CIRCUIT CURRENT: 5 kA
RMS SYMMETRICAL, 600V MAXIMUM

SIMPLEX, INC.

www.simplexdirect.com 
800-637-8603

See Operation Manual.

See procedure on subpanel inside!!
Must be grounded for operator safety.

WARNING!! Start up procedure required!
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Automatic Fill Controller
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